RolIS Compliant

CBIM200 Series

Mini-Size DOCSIS / EURODOCSIS 1.0/1.1/2.0 CM

Product Specifications

Downstream /Receiver/

| ] Demodulation 404N, 2560ANM

] Data Rate J0Mbps (64 QAM), 430bps (2560AM)

] Frequency Range 88MHz to Be0MHZ DoCsls
108MHz to 8620MHz  EURCDOGSIS

] Banchwicith &MHz  DOCSIS
8MHz  EURCQDOCSIS
] Input Power -1 5dBmV to +15dBmY
Upstream /Transmitter/
] Moclulation QPSK, 16QAM, 32080, 64QAM, 1 2804M
] Data Rate 0.32 ~ 30.72Mbps(TOMA), 2.56 ~ 35. 84 Mbps{SCDMA)

] Frequency Range EMHz to 42WHz  DOCEIS
SMHz to 65hHz  EURQDOQCSIS

| ] Bandwidth 200KHz, 400KHz, 800KHz, 1600KHz, 3200KHz,
G400KHz

n Output Power +8 to +58dBmV {QPSK), +8 to +55dBmY {16 QAM)
+8 10 +54dBmV (32QAM) , +8 to +53dBmV (3-COMA)

Interface

] Ethernet Ethernet 10-base T/ 00 Mbps (Auto MDIMD LX)

[ ] Cable Intedace Fiype famale 75 ohm connector

n LED Power f Cable f LAN

Environmental Specification

] Dimension 23 (Hyx 56 (Wix 103 (D) mm

] Weight 90 g

n Input VDG, 24

] Temperature 0 degree Celsius to 40 degree Celsius

n Humidity 95% Non-condensing

Certifications

] FGO, VGG

Ordering Information
CBMZOO DOCSIS Cable Modem

GBMZO0E EURODQGSIS Gable Modem

Features

DOCSIS/EURODOCSIS 1.01.1/ 2.0
Compliant

Cigardite box size

Ethernet 100Mphs (Auto MDI/MDIX)
(oS enhancement

Low Power Consumption

MSO SNMP v1ir2c/iv3 remote network
management

Field software upgradeable by MSO
Embedded DHCP server support
Web log

Support VPN pass through

Supports up to 83 networked clients



